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Properties: AKEMI® STONE PERFUME is a ready-for-use, fragrance and cleaning 
spray made of tensides, auxiliary agents, fragrances and alcohol free of 
acids and lyes. The product does not contain phosphoric substances. 
The surfactants contained are in accordance with the lays presently 
governing surface-active substances and are biodegradable. 
 

Application Area:  AKEMI® STONE PERFUME is a fast drying fragrance and cleaning 
spray for the daily care and easy removal of light dirtying, like e.g. slight 
films of oil and grease. Exclusive perfume oils give a fragrance with the 
touch of summerly freshness to exclusive counter tops, displays, 
washing tables, shelves or window sills made of marble, granite or 
quartz composite. 

Instructions for Use: 1. Briefly shake before use. 
2. Spray evenly on surface to be treated.  
3. Clean the surface with a clean and absorbent cloth. 
 

Special Notes:  - In case of stronger dirtying use AKEMI® Algae and Moss Remover,  
  AKEMI®  Disinfectant Cleaner or AKEMI® Stone Cleaner, depending  
  on the kind of dirtying 
- For adequate waste disposal container must be completely emptied. 
 

Technical Data: Coverage: 
Colour: 
Density:  
pH value: 

approx. 10 – 20 m²/liter 
greenish 
approx. 1.00 g/cm³ 
approx. 8 
                   

Storage: 
 

2 years if stored in cool place free from frost in its tightly closed original 
container. 

Health & Safety: Read Material Safety Data Sheet before handling or using this product. 
 

Important Notice: The above information is based on the latest stage of development and 
application technology. Due to a multiplicity of different influencing 
factors, this information – as well as other oral or written technical 
advises – must be considered as non-binding hints. The user is obliged 
in each particular case to conduct performance tests, including but not 
limited to trails of the product, in an inconspicuous area or fabrication of 
a sample piece. 

 

 

 

                                                                                                                          


